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PENTHOUSE LOUVER DOME 


louver penthouse VAN NOORDEN COMPANY 


VANCO LOUVER 


lOO MAGAZINE STREET • BOSTON 19 , MASS. 



Louver Designers and Manufacturers since 1873 


All VANCO products are A. F. of L. Building 
Trades Union made — your assurance of 
highest quality throughout. 


For VANCO VENTILATORS ... see Section 20c/Va 
For VANCO DOMELITES . . . .see Section 20a/Va 

For VANCO DURATITE SKYLIGHTS see Section 20b/Van 
For VANCOLUX SKYLIGHTS ... see Section 20b/Va 
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M.O. HEIGHT (SEE SCHEDULE) 



Extruded Aluminum 

LOUVERS 
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VANCO Extruded Aluminum Weathertight Louvers are 
specifically designed and engineered for efficiency, economy 
and modern appearance. Easy to install and virtually main¬ 
tenance-free, these louvers add to the appearance of any 
building structure. They are made of long life, rust proof 
extruded aluminum which provides exceptional strength, 
eye appeal and economy in use. 

VANCO Louvers are available in three types: 1) Station¬ 
ary; 2) Stormproof; and 3) Adjustable. 

All three types are guaranteed weathertight and have an 
exclusive VANCO vertical gutter with controlled return 
which prevents drippage or penetration of water or moisture 
from the outside. 

VANCO Louvers are normally delivered with commer¬ 
cial mill finish but are also available with caustic etched, 
lacquered or anodized finishes. Each type may also be sup¬ 
plied with bird or insect screens. 
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SILL CONDITION A 


SILL CONDITION B 


SPECIFICATIONS 

Louvers shall be VANCO (Stationary Type) extruded aluminum 
louvers — (4" or 6") in depth. They shall be factory prefabricated 
units consisting of extruded aluminum louver blades, extruded alu¬ 
minum jambs, extruded aluminum heads and sill. The sills shall be — 
(standard type A) or (type B with the integral sill flashing.) Ex¬ 
truded aluminum mullions shall be provided as required and spacing 
shall not exceed 5'0". ^ 6 

Frames and blades on 4" unit shall be minimum .080 extruded 
aluminum. Frames for 6" unit shall be .140; blades .125 extruded 
aluminum. 

All jambs, mullions and heads shall have a VANCO integral rear 
vertical rain gutter. 

Optional screens shall be — insect screens, prefabricated for (inte¬ 
rior or exterior) attachment and/or bird screens prefabricated for_ 

(interior or exterior) attachment. 















































































































































































































































































Extruded Aluminum 

LOUVERS 


) 


INTEGRAL 



SILL CONDITION A 


SPECIAL VANCO 



STORMPROOF TYPE 

Baffles at the middle and top 
of the blades give added 
protection against extreme 
weather conditions. 


SPECIAL VANCO 
VERTICAL 
RAIN GUTTER 



SPECIFICATIONS 

Louvers shall be VANCO (Stormproof Type) extruded alu¬ 
minum louvers — (4" or 6") in depth. They shall be factory 
prefabricated units consisting of extruded aluminum louver 
blades, extruded aluminum jambs, extruded aluminum heads 
and sill. The sills shall be — (standard type A) or (type B with 
the integral sill flashing.) Extruded aluminum mullions shall 
be provided as required and spacing shall not exceed 5'0". 

Frames and blades on 4" unit shall be minimum .080 extruded 
aluminum. Frames for 6" unit shall be. 140; blades .12 5 extruded 
aluminum. 

All jambs, mullions and heads shall have a VANCO integral 
rear vertical rain gutter. 

Optional screens shall be — insect screens, prefabricated for 
(interior or exterior) attachment and/or bird screens prefab¬ 
ricated for — (interior or exterior) attachment. 
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EXCLUSIVE VANCO 
VERTICAL RAIN 
GUTTER 



SILL CONDITION TYPE A 


SILL CONDITION TYPE B 


ADJUSTABLE TYPE 

Blades may be operated by hand 
quadrant or by chains with 
spring release. Motor operated 
units are also available. 

SPECIFICATIONS 

Louvers shall be VANCO (Adjustable Type) extruded 
aluminum louvers (4" or 6") in depth. They shall be factory 
prefabricated units consisting of extruded aluminum louver 
blades, extruded aluminum jambs, extruded aluminum heads 
and sills. The sills shall be (standard type A) or (type B with 
integral sill flashing). 

Frames and blades on 4" unit shall be minimum .080 ex¬ 
truded aluminum. Frames for 6" unit shall be .140; blades 
.12 5 extruded aluminum. 

Blades shall be pivoted on special nylon bushings. The 
exterior blade edges shall have vinyl plastic weatherstripping. 
Operating controls shall be manual with quadrant and wing 
nut Type I or chain and spring operated Type II. Fusible 
links with Type II are optional. 

All jambs and mullions shall have a VANCO integral 
rear vertical rain gutter. 

E. VAN NOORDEN CO., 100 magazine st., boston io, mass. 
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Extruded Aluminum 

PENTHOUSE LOUVERDOMES 
and LOUVER PENTHOUSES 


Exclusive New VANCO 
PENTHOUSE LOUVERDOMES 

Here’s an important new development in daylighting and ven¬ 
tilating—extruded aluminum PENTHOUSE LOUVERDOMES. 

These new units are designed and engineered to combine the 
benefits of maximum overhead lighting and efficient, low-cost, 
weatherproof ventilation. Their modern design blends with the 
pleasing architectural appearance of today’s buildings. 

VANCO Penthouse Louverdomes are factory assembled units 
consisting of VANCO Domelites set on extruded aluminum pent¬ 
houses. 

VANCO Extruded Aluminum 
LOUVER PENTHOUSES 

For installations where efficient ventilation is desired but day¬ 
lighting is not required, specify VANCO Louver Penthouses. 

These units feature a long life, weathertight, extruded aluminum 
roof; otherwise, they are identical in design and construction with 
the VANCO Penthouse Louverdomes. 

FEATURES 

Both Penthouse Louverdomes and Louver Penthouses are avail¬ 
able in either square or rectangular shapes in a variety of sizes and 
of any height in increments of 4". They are ideal for industrial, 
institutional and commercial applications which require roof 
intake or exhaust. 

These Penthouses are available with two types of louvers: 1) 
Stationary or 2) Stormproof with baffles at the middle and top of 
the blades to give added protection against extreme weather con¬ 
ditions. Both types are guaranteed weathertight and have an 
exclusive VANCO Vertical gutter with controlled return which 
prevents drippage or penetration of water or moisture from 
the outside. 

They are normally delivered with commercial mill finish but are 
also available with caustic etched, lacquered or anodized finishes. 
Bird or insect screens are also available. 

SPECIFICATIONS 

1. Penthouse Louverdomes shall be as manufactured by E. Van 
Noorden Company, Boston 19, Massachusetts. They shall be 
prefabricated, extruded aluminum units shipped completely 
assembled, ready to install on roof deck curbs. 

2 . They shall have standard (or stormproof) 

.080 thick (12 ga.) extruded aluminum louver blades sup¬ 
ported by angles inside units as required. The angles shall 
extend below unit for curb fastening. 

3. The Plexiglas Dome shall be VANCO Domelite with clear 
colorless (or white translucent) and shall be removable for 
easy access to inside unit. 

4. Louvers shall have (optional) insect (or bird) . 

screens. Indicate 

Note: Use same specifications for Lottver Penthouses with these 
substitutions: 

1. Louver Penthouses in place of Penthouse Louverdomes. 

3. Roof shall be of strong, long-life extruded aluminum. 



PENTHOUSE LOUVERDOME 

(Available in square and rectangular shapes) 



STANDARD TYPE LOUVER BLADES STORMPROOF TYPE LOUVER BLADES 



5 NOTE: Height shall be to suit—in 4 ,r increments. 


LOUVER PENTHOUSE 

(Available in square and rectangular shapes) 


Louver 

Penthouse 

Models 

Penthouse 

Louverdome 

Models 

Inside 

X 

Opening 

Y 

3636LP 

3636PD 

27Vs 

271/s 

3648LP 

3648PD 

27 Vs 

391/8 

3652LP 

3652PD 

27 Vs 

43 Vs 

4242LP 

4242PD 

331/s 

331/8 

4364LP 

4364PD 

341/s 

551/8 

4280LP 

4280PD 

331/8 

711/8 

4848LP 

4848PD 

39Vs 

391/8 

5252LP 

5252PD 

431/8 

431/8 

6060LP 

6060PD 

511/8 

51Vs 

3296LP 

3296PD 

231/e 

87 Vs 

6476LP 

6476PD 

55 Vs 

671/e 

6496LP 

6496PD 

551/8 

871/e 



ALL VANCO products are A. F. of L. Building 
Trades Union made — your assurance of 
highest quality throughout. 


Since it is the policy of E. Van Noorden Company to continually 
improve design and construction of its products, all details and 
specifications noted herein are subject to change without notice. 

E. VAN NOORDEN COMPANY 

lOO MAGAZINE STREET, BOSTON 19 , MASS. 

Established in 1873 

In Canada — Westeel Products Ltd. — Montreal, Toronto, Winnipeg 


1958 E. VAN NOORDEN CO. 





















Digitized by: 



INTERNATIONAL 


ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www.apti.org 

BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 


https://archive.org/details/buildinqtechnologvheritagelibrarv 

From the collection of: 


Carol J. Dyson, AIA 









